
গণজাতী বাংলােদশ সরকর
ম ও কমসংান মণালয়

কলকরখানা ও িতান পিরদশন অিধদর "মজীবী মানুেষর অিধকর,
ৈবষমহন বাংলােদেশর অীকর"

  

কাপ পযেবেণর তথ

করখানার নাম ুিমং েট িলঃ
িঠকনা 16/1, New Jurain, Buriganga Setu Market, Shyampur, Dhaka
করখানার েকড DHK110
কলার েকড

মূলায়েনর ধরণ:  ৈবুিতক মূলায়ন পযেবেণর তিরখ:  -
১. পযেবণ

পিরদশন
পযেবণ MDB/SDB/SB /MCCB

কাপ
আইেটম
কাটগির

১.১. কযম

কযম

Panel door damaged/not present  No instruction for first aid to electrical shock 
Cable ends not properly soldered or crimped  Visible burn marks  Connection
without lug  Messy wire inside  Body & door not earthed  No clear identification
mark on distribution board  MDB/SDB/SB or MCB installed on the wooden board 
Live parts of machine or equipment exposed

সুপািরেশর
তথসূ

করখানার
কযম

 Repair broken/loose MCCB/MCB box.  Provide duplicate earth leads.  Provide
earthing to body & door.  Provide earth bar/neutral bar  Identify cause of
burning inside distribution box and take remedial measures  Provide clear
identification mark on distribution board.  Install MDB/SDB/SB or MCB on metal
board.

অািধকর েযাজ নয়
চূড়া
সময়সীমা ০৮-০৩-২০১৬

সংেশািধত
সময়সীমা ০১-০১-১৯৭০

অগিতর
অবা চলমান

মব

04-11-2020 Visit Observation:No clear identification mark on distribution. 03-02-
2021 Visit Observation:Clear identification mark found on distribution. Cable ends
properly soldered or crimped .Connection with lug. Body & door earthed .
MDB/SDB/SB or MCB installed on not wooden board. No Live parts of machine or
equipment exposed. On 16/08/2021: Panel doors are present and in good
condition. Instruction for first aid to electrical shock is provided for all the
distribution boards. Cable ends are properly soldered. No burn marks are seen.
Cables are connected properly with lugs. Wires are properly dressed. Panel body
and doors are properly earthed. Distribution boards are marked with clear
identification. MDB/SDB/SB/MCB are installed on metal construction. Live parts of
machines are found to be exposed.



২. পযেবণ

পিরদশন
পযেবণ Generator Room

কাপ
আইেটম
কাটগির

২.১. কযম

কযম
Combustible materials inside generator room  No earth fault protection provided 
No cover on the cable trench Provide two separate and distinct connections of
earthing for the generator.

সুপািরেশর
তথসূ
করখানার
কযম

Provide earth fault protection  Remove Combustible materials from generator
room.

অািধকর ১ সাহ
চূড়া
সময়সীমা ০৮-০৩-২০১৬

সংেশািধত
সময়সীমা ১১-০৭-২০২২

অগিতর
অবা সংেশািধত

মব

04-11-2020 Visit Observation:Combustible materials inside generator room.No
earth fault protection provide.No cover on the cable trench .No Provide two
separate and distinct connections of earthing for the generator. 03-02-2021 Visit
Observation:Combustible materials not found inside generator room.Earth fault
protection provided.Two separate and distinct connections of earthing for the
generator. On 16/08/2021: No combustible materials are seen inside generator
room. Earth fault protection is provided for both generators. Cable trench is found
to be covered. Both generators are provided with two separate and distinct
connections of earthing.

৩. পযেবণ



পিরদশন
পযেবণ Transformer Room

কাপ
আইেটম
কাটগির

৩.১. কযম

কযম

 Ventilation and illumination of substation is poor  Separating wall not extended
up to the ceiling  Panel door damaged/not present  No clear identification mark
on distribution panel  No instruction for first aid to electrical shock and artificial
respiration  Non-conductor mat not provided/ insufficient  Electric cables do not
pass through service No door in Transformer room  No separating wall between
Switchgears and Transformer  Silica gel is in poor condition.  Poor illumination in
transformer room

সুপািরেশর
তথসূ

করখানার
কযম

Produce design drawings to demonstrate the incorporation of fire rated enclosure
from floor to ceiling and an approved fire rated self-closing swing door for the
Substation room.  Ensure earthing of panel body & door with fitted condition. 
Provide clear identification mark on distribution panel.  Identify cause of burning
inside panel and take remedial measures Replace the silica gel

অািধকর ১ সাহ
চূড়া
সময়সীমা ০৮-০৩-২০১৬

সংেশািধত
সময়সীমা ১১-০৭-২০২২

অগিতর
অবা চলমান

মব

04-11-2020 Visit Observation:Ventilation and illumination of substation is
poor.Separating wall not extended up to the ceiling.No door in Transformer
room.Silica gel is in poor condition. Poor illumination in transformer room. 03-02-
2021 Visit Observation:Ventilation and illumination of substation is
proper.Separating wall extended up to the ceiling.Instruction for first aid to
electrical shock and artificial respiration.Non-conductor mat provided/
insufficient.Electric cables do pass through service . Door in Transformer room.
Separating wall between Switchgears and Transformer. Silica gel is in proper
condition.proper illumination in transformer room On 16/08/2021: Illumination of
substation room is good but no means of ventilation is seen. The small exhaust fan
is non functioning. Separating wall is extended up to the ceiling. Panel doors are
repaired and present in all the panel boards. Clear identification marks are
provided on all the distribution panels.There is no identification mark on LT panel.
Instruction for first aid to electrical shock and artificial respiration is provided
beside all the distribution panels except LT panel. Non conductor mats are
provided in front of all the distribution panels, LT panels & cos panel. Electrical
cables pass through service ducts but the incoming cables in LT panels don't pass
through No separating wall is provided between switchgears and transformer.
Silica gel has started changing colour. Sufficient illumination is seen in transformer
room.

৪. পযেবণ



পিরদশন
পযেবণ Wiring/ Cabling

কাপ
আইেটম
কাটগির

৪.১. কযম

কযম  Cable ends not properly soldered or crimpedBurning sign inside panel  Loose
cabling or connection without lug

সুপািরেশর
তথসূ
করখানার
কযম Properly solder cable ends

অািধকর ১ সাহ
চূড়া
সময়সীমা ০৮-০৩-২০১৬

সংেশািধত
সময়সীমা ১১-০৭-২০২২

অগিতর
অবা সংেশািধত

মব

04-11-2020 Visit Observation:Cable ends properly soldered or No crimpedBurning
sign inside panel.NoLoose cabling or connection with lug. 03-02-2021 Visit
Observation: Cable ends properly soldered or No crimped Burning sign inside
panel. No Loose cabling or connection with lug. On 16/08/2021: Cble ends are
properly soldered. No burning sign has been seen iside panel. Cables are
connected properly with cable lugs.

৫. পযেবণ

পিরদশন
পযেবণ Lightning Protection

কাপ
আইেটম
কাটগির

৫.১. কযম

কযম
সুপািরেশর
তথসূ
করখানার
কযম
অািধকর ১ সাহ
চূড়া
সময়সীমা ০৮-০৩-২০১৬

সংেশািধত
সময়সীমা ১১-০৭-২০২২

অগিতর
অবা সংেশািধত

মব
04-11-2020 Visit Observation:On the factory roof top Lightning protection system
is installed. 03-02-2021 Visit Observation:On the factory roof top Lightning
protection system is installed. On 16/08/2021: Lightning protection system is
installed on the factory rooftop.


