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o2 Conductivity and record of fire drill
I
ARG
FIBEE
5.8, IS
Factory needs to conduct fire drill quarterly (4 times a year) under the fire safety
¥4 |plan and needs to kept the written record of such drills for at least 3 years for the
inspection of fire brigade whenever called for.
EUGSE
W "|We are practicing fire drill regullarly.
R Cllsdsl ClGIGE]
TR |
ST
Wﬁﬂfﬁ% 0y-0y-sa90
e _
Nl REZRIT
18-10-20: The initiative of conducting fire drill quarterly under the fire safety plan
and keeping the written record of such drills is in progress. 24.01.2021:
FRTJ Conductivity of the fire drill has not been found. Observation from visit date 24-
08-2021 (CVV-05) : Same as before 30/08/2022: No action has been taken yet
by the factory.




o Testing and record of fire-fighting equipment
B2l
ARG
E2LORIG
2.5, FHEHH
actory need to have proper testing plan & record of fire safety equipment.
I |F dtoh ing plan & d of fire saf i
EUGSE
' " |We test all the equipement and keep record properly.
e W Il th dk d I
R Clasdcl ClGIEGE]
TR |
FTTET
Wﬁﬁfﬁ% 0y-0y-sa90
e _
ks W= 23
18-10-20: Having proper testing plan & record of fire safety equipment is in
e progress. 24.01.2021: During the inspection of fire extinguisher testing and record
has been found the date expired. Observation from visit date 24-08-2021 (CVV-
05) : Same as before 30/08/2022: No action has been taken yet by the factory.




B Minimum and total width of marked aisles

B2l
ARG
E2LORIG
9.5, I
Factory needs to have marked aisles in all working floor according to 0.9m for one
I
side seat and 1.0m for both side seat.
EUESE
Rkt
W "~ |We have marked aisles properly in all working floor.
SRR 4T 77
R |
B aliall
SIS |
SR
18-10-20: Factory has marked aisles in all working floor. 24.01.2021: Aisles mark
e has not been properly maintained. Observation from visit date 24-08-2021
(CVV-05) : Same as before 30/08/2022: In some floors aisles marks found
compliant but not in all floors.
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‘ﬁ.@gql Sealing status of penetration and openings in rated walls and slab

B2l
ARG
E2LORIG
8.5, I
Propagation of fire, smoke, gas or fume through the opening of fire resistive floors
IS |and walls need to be restricted by sealing such opening with an approved material
which needs to have a minimum 2 hours fire resistance rating of the slab.
EUGSE
W “|We will seal by rated construction properly.
R Clasdcl ClGIEIGE]
mﬁ : SHB=55-2020
Wﬁ?"lﬁ\ﬁ% 0y-0y-sa90
jgm\g ' s =
18-10-20: Sealing all openings rated construction is in progress. 24.01.2021:
o Penetration and opening have been found in rated walls and slab at the storage
area. Observation from visit date 24-08-2021 (CVV-05) : Same as before
30/08/2022: No action has been taken yet by the factory.




o Visibility and uniformity of exit signs

3
ARG
E2LORIG
€.5. I
All required means of exit or exit access in buildings or areas requiring more than
IS |one exit shall be signposted. The signs shall be clearly visible at all times, where
necessary supplemented by directional signs.
EUGSE
e We have install adequate exit sign where required.
SEFR| 4T 7
TR |
FTTET
Wﬁﬂfﬁ% 0y-0y-sa90
ST |
ST
18-10-20: Installation of adequate exit sign and directional sign is in progress.
24.01.2021: Visibility and uniformity of exit signs have not been found properly.
RS Observation from visit date 24-08-2021 (CVV-05) : Same as before
30/08/2022: Exit signs are not found at all exits. Some exit signs found during the
visit.

WIEER (3)
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‘ﬁ'@gql Availability of ¢As Built Drawing¢ with machine layout & escape route

711
ARG
FIerER

u.S. A

] Factory needs to prepare as built drawing with floor machine layout showing
means of escape with proper dimension.
EUESE

S We will prepare as built drawing soon.
SRR 4T 77

i 2L—3R =202

Wﬂqﬁtﬂ 0—0bF—=2022
REIRHID

18-10-20: Installation of adequate exit sign and directional sign has not started.
24.01.2021: As Built Drawing of machine layout & escape route has not been
maintained. Observation from visit date 24-08-2021 (CVV-05) : Same as before
30/08/2022: No action has been taken yet by the factory.




s 2

lidity and full area coverage of fire license

711
ARG
FIerER

9.5, I

I

Factory needs to have valid fire license covering the full occupied area.

EUGSE

We have updated fire license.

G 7

2—0b=2022

ERGIE )

18-10-20:According to them, they have taken the full coverage area of fire license
but were unable to show while we visited their factory. 24.01.2021: The fire license
has been covered in the full occupied area. Observation from visit date 24-08-
2021 (CVV-05) : Same as before 30/08/2022: Completed
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‘ﬁﬁgql Fire safety training from BGMEA or Fire service & Civil Defense or others

711
ARG
FIerER

b.S. IR

] Fire manager/Director need to have safety training from proper authority & worker
of the factory should as far as possible be trained for use fire extinguisher.
EUESE

S We have obtain trainig from fire dept.

SRR 4T 77
R |

W 0—0bF—=2022
REIRHID

18-10-20:0btaining training from the fire department is in progress. 24.01.2021:
Fire safety training from BGMEA or Fire service has not been found. Observation
from visit date 24-08-2021 (CVV-05) : Same as before 30/08/2022: No action
has been taken yet by the factory.




EIERe] .
B Type of exit door

711
ARG
FIerER

2.5, IS

T All the exit doors need to be replaced by side swinging so that un-lockable doors
can be opened easily in the direction of evacuation without the use of a key.
PR

Ch/bt]

IRYEH
oy We have remove all lockable doors

SRR 4T 77
PR |
BRI
g;;‘ﬂi%@ 2¢—-0b—-2022

REIRHID

18-10-20: Replacing all exit doors by side swinging doors is in progress.
24.01.2021: Non rated fire doors (steel type locking device and side swing type)
has been found. Observation from visit date 24-08-2021 (CVV-05) : Same as
before 30/08/2022: No action has been taken yet by the factory.
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B\ Ewat
RIGES]

Handrail on both sides of stairways

711
ARG
FIerER

0.8, I

I

Factory needs to provide handrail on both sides of all the stairways.

EUGSE

We have provided handrail on both side of stair

S| 2T 77

SRS |

S—0F—2022
LRSI

ENGIEC)

18-10-20: Providing handrail on both sides of all the stairways is in progress.
24.01.2021: Handrail on both sides of Most of the stairways handrail on both sides
has not been found. Observation from visit date 24-08-2021 (CVV-05) : Same as
before 30/08/2022: Bothside handrails are found during the visit.
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qu Adequacy of illuminated emergency light in floors and escape routes

711
ARG
FIerER

38,5, I

] Factory needs to be installed with adequate illuminated emergency lighting in
floors, exits & stairs. (Escape route).
EUESE

oy We have provided adequate number emergency light.
SRR 4T 77

R

Wﬂqﬁtﬂ 0—0bF—=2022
REIRHID

18-10-20: Installation of adequate illuminated emergency lighting in floors, exits &
stairs (Escape route) is in progress. 24.01.2021: Tagged illuminated emergency
light has not been found. Observation from visit date 24-08-2021 (CVV-05) :
Same as before 30/08/2022: Emergency lights are not found in the factory.

=% |Emergency backup power for critical fire safety system (signage, fire alarm &
s4@%4|detection system, emergency lighting, AFD and Alarm systems etc. )

¥
ARG
E2LORIG

SR8, IS

] Factory need to have emergency backup power for critical fire safety system with
sufficient capacity & arrangement according to NTPA Guideline.
EUESE

oy We will provide critical fire safety system with required backup power soon.
SRR 4T 77

i 2L—3R =202

0C—0b—-2022

RERNID

18-10-20: Factory did not have emergency backup power for critical fire safety
system with sufficient capacity & arrangement according to NTPA Guideline.
24.01.2021: Emergency backup power has not been found for critical fire safety
system (signage, fire alarm & detection system, emergency lighting, AFD and
Alarm systems etc. ) Observation from visit date 24-08-2021 (CVV-05) : Same
as before 30/08/2022: No action has been taken yet by the factory.




T Standby generator with required backup power
¥
I
EDRIGH
29,5, FEH
IS |Factory need to have standby generator with sufficient backup power.
JNCH
RhlbE]
o We provided standby generator.
JEEFHE| 217 771
R |
SR
f{‘m{i SE-ob-2022
EEEICE o
kg SEE
18-10-20: Factory has standby generator with sufficient backup power.
Ry 24.01.2021: standby generator has been found for backup power. Observation from
visit date 24-08-2021 (CVV-05) : Same as before 30/08/2022: No dedicated
backup generator found.

qu Availability of fire department pre-plan
¥
ARG
FIBEE
38.5. IS
F4FH  |Fire department pre-plan needs to be developed.
EUGSE
W “|We will obtain pre planing from fire dept soon.
SESPRE| U I
ﬂﬂ%z $9-0G=-205¢
Wﬁﬁf@%{ 08-05-2029
jgm\g T ey 2
18-10-20: Factory did not have fire department pre-plan. 24.01.2021: Fire
e department pre-plan has not been taken any initiative yet. Observation from visit
date 24-08-2021 (CVV-05) : Same as before 30/08/2022: No action has been
taken yet by the factory.




; -ac lgl . . . .
Fire separation of final exit routes
RIS P

¥
SIRGH
E2LORIG
6.8 IEEN
Final exit route-1(Stair-1 route) need to be protected (2 hours rated construction
with 1.5 hours rated door) at each floor level entrance including ground floor and
need to be protected washing section at ground floor by 2hours rated construction
with 1.5 hours rated door/opening, also need to have the protected escape route
IS [till to reach safe refuse area. Final exit route-2 (Stair-2 route) need to be
protected (2 hours rated construction with 1.5 hours rated door) at each floor
level entrance and need to be protected from washing section at ground floor by 2
hours rated construction with 1.5 hours rated door/opening, also need to have a
protected escape route till to reach safe refuse area.
EUGSE
W “|We will separate final exit route by proper fire rated wall and fire doors.
SRR | v Bl
mﬂsﬁrﬁ‘iﬂ $4-0G=205¢
e _
S B 22T
18-10-20: Factory did not have separate final exit route by proper fire rated wall
o and fire doors. 24.01.2021: Final exit routes have not been found Fire separated.
Observation from visit date 24-08-2021 (CVV-05) : Same as before
30/08/2022: No action has been taken yet by the factory.

FIYEFR (5)
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Fire and smoke protection of staircases
T P

711
ARG
FIerER

30,8, IS

All the stairs need to be protected with fire and smoke resistant enclosures and

FESF  |opening (2 hours rated enclosure and 1.5 hour rated door)and provide the
protected route from all though the stairway to the final exits.

EUGSE

e We will separate storage area by proper fire rated wall and fire doors.
SRR v Bl
P $4-0G=205¢

W 08-04y—-2029
SIS T T

18-10-20: Factory did not seperated storage area by proper fire rated wall and fire
doors. 24.01.2021: Staircases have not been protected from Fire and smoke.

RS Observation from visit date 24-08-2021 (CVV-05) : Same as before
30/08/2022: Stairs are not separated by fire rated construction and opening
protections.
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B Adequacy of centralized fire detection system

B2l
ARG
E2LORIG
59.8. I
Factory need to install centralized and automatic fire detection & alarm system on
F45S  |all occupied floors, including other tenanted floors of the building as per NTPA
Guideline.
EUGSE
' e will install centralize and alarm system soon.
WWII tall centralized AFD and al t
SRR v Bl
%5 $4-0G=205¢
e _
S B 22T
18-10-20: Factory did not installed centralized and automatic fire detection &
alarm system on all occupied floors, including other tenanted floors of the building
e as per NTPA Guideline. 24.01.2021: Automatic centralized fire detection system
with fire alarm and call point has not been installed. Observation from visit date
24-08-2021 (CVV-05) : Same as before 30/08/2022: No action has been taken
yet by the factory.




B\ Ewat
RIGES]

Installation of fire alarm system and call point

711
ARG
FIerER

Sb.S. IR

IS

The factory need to install manually operated electrical fire alarm system and
automatic fire alarm system with single or multiple call boxes on all occupied
floors, including other tenanted floors of the building.

EUGSE

We will install centralized AFD and alarm system soon.

SRR v Bl

3q4-0G—=20y
RCESIEN

SRy |0

ST O AfE

18-10-20: Installation of manually operated electrical fire alarm system and
automatic fire alarm system is in progress. 24.01.2021: Automatic centralized fire
detection system with fire alarm and call point has not been installed. Observation
from visit date 24-08-2021 (CVV-05) : Same as before 30/08/2022: No action
has been taken yet by the factory.

qu Availability of control panel for automatic fire detection and alarm system
B2l
ARG
E2LORIG
9.5, I
] Factory needs to install control panel for centralized automatic smoke detection &
fire alarm system according to NTPA Guideline.
EUESE
LhlkE]

FEEH|We will install control panel for centralized Automatic fire detection and alarm

system soon.

FESFE| U 5l

24-0G—-2045¢
TR

08-05-2029

ERHID

18-10-20: Installation of control panel for centralized automatic smoke detection &
fire alarm system according to NTPA Guideline has not started. 24.01.2021: Control
panel for automatic fire detection and alarm system. Observation from visit date
24-08-2021 (CVV-05) : Same as before 30/08/2022: No action has been taken
yet by the factory.




T Availability of standpipe system

I
RGBS
FrerelE

0.5, FESH

S Factory needs to install proper standpipe system with having at least 75 mm dia of

riser.
EUGSE

] We will install proper standpipe system soon.

ST | & Bl
z 0q4-0C—-204¢

08-05-2029

Sl T T

18-10-20: Installation of proper standpipe system with having at least 75 mm dia
of riser is in progress. 24.01.2021: Standpipe system should have had at least
R3] 75mm dia but still the factory has been found less than 75 mm dia standpipe.
Observation from visit date 24-08-2021 (CVV-05) : Same as before
30/08/2022: No action has been taken yet by the factory.

AT
B Adequate number of hoses

1
ARG
FIToreN

8.5, IS

ST Factory needs to install 1 hose per 1000 m2 and the minimum hose diameter is 38
mm, or 1.5" preferably fabric hose with variable nozzle.
EUESE

o We will install Standpipe system with adequate number hose soon.
MR | & 31
Qo $9-0E-205¢

08-05-2029

ERRRID

18-10-20: Installation of Standpipe system with adequate number hose has not
started. 24.01.2021: Adequate number of hose has not been installed yet.
Observation from visit date 24-08-2021 (CVV-05) : Same as before
30/08/2022: No action has been taken yet by the factory.




mql Maximum throw of hose pressure at the highest point
I
ARG
FIereH
2.5, FHESH
Factory need to ensure the minimum pressure for standpipes supplying a 50mm or
4 |larger hose shall be at least 300 Kpa. For standpipe supplying first aid hose
(38mm nominal ) may have a minimum pressure of 200 Kpa.
FNCR
Lhlbt]
W " |We will install Standpipe system with dedicated fire pump soon.
MR | & 31
m@ : $9-06¢-205¢
f{‘;ﬁi 08-05-2029
WWS % B 2T
18-10-20: Installation of Standpipe system with dedicated fire pump has not
& started. 24.01.2021: Without a dedicated fire pump the standpipe system has not
been found maximum pressure. Observation from visit date 24-08-2021 (CVV-
05) : Same as before 30/08/2022: No action has been taken yet by the factory.




EEE T N . . .
o Availability of Siamese connection for fire department

3
SIRGH
E2LORIG
0.5, I
] Factory needs to be installed with Siamese connection for to the standpipe system
located outside the building and accessible to the fire department connection.
EUESE
W “[We will install Standpipe system and siamese soon.
PR | L 5100
Wés 2q-0¢—-205¢C
Xﬁfﬂf@%{ 08-0y-2029
EEEIE ‘
iy RERNIT
18-10-20: Factory did not installed Siamese connection for to the standpipe
system located outside the building and accessible to the fire department
e connection. 24.01.2021: Siamese connection has not been found for the fire
department in the outside of the factory building. Observation from visit date 22-
08-2021 (CVV-05) : Same as before 30/08/2022: No action has been taken yet
by the factory.

qu Availability of dedicated fire pump with sufficient capacity and backup power

3
ARG
E2LORIG
38.5. A
] Factory needs to have dedicated fire pump with backup power system & sufficient
capacity for achieve required pressure in the remote place of the factory.
EUESE
Rkt
W “|We will install fire pump with required capacity.
TR | & 511
Wés 2q-0¢—-205¢C
wenEe |,
:ﬁéﬂg' O 230
18-10-20: Factory did not installed dedicated fire pump with backup power system
& sufficient capacity to achieve required pressure in the remote place of the
&7 factory. 24.01.2021: Dedicated fire pump has not been found for fire fighting.
Observation from visit date 24-08-2021 (CVV-05) : Same as before
30/08/2022: No action has been taken yet by the factory.




T Water capacity for fire-fighting

I
RGBS
FrerelE

6.5, IS

Factory need to have sufficient water storage capacity to get adequate pressure to
IS |feed fire-fighting equipment and at least 1900 * 75 = 142500 liters water storage

tank.
EUESE

o We will establish another water storage tank with adequate capacity.
MR | & 31
Qo $9-06¢-205¢

08-035—-2029
RCERISN
ERRRID

18-10-20: Factory did not installed sufficient water storage capacity to get
adequate pressure to feed fire-fighting equipment. 24.01.2021: Sufficient water
&7 capacity has not been found for RMG guideline and hose pipe not now in
operational. Observation from visit date 24-08-2021 (CVV-05) : Same as before
30/08/2022: No action has been taken yet by the factory.




