
গণজাতী বাংলােদশ সরকর
ম ও কমসংান মণালয়

কলকরখানা ও িতান পিরদশন অিধদর "সু িমক, েশাভন কমপিরেবশ;
গেড় তুলেব াট বাংলােদশ"

  

কাপ পযেবেণর তথ

করখানার নাম েকিস
িঠকনা 57/1, Water works road, Godnail, Narayanganj
করখানার েকড NRY125
কলার েকড

মূলায়েনর ধরণ:  কঠেমাগত মূলায়ন পযেবেণর তিরখ:  ২৩-০৫-২০২২
১. পযেবণ

পিরদশন
পযেবণ

Water ponding was found in the roof due to lack of adequate sloping on the roof. The
source of water ponding is rain water.

কাপ
আইেটম
কাটগির

১.১. কযম

কযম
Engineer to inspect whether waterproofing material is applied or where it can be
maintained. For both durability and serviceability, waterproofing on the roof slab is
recommended. Moreover the roof slab drainage system and leakage of pipes
should be investigated.

সুপািরেশর
তথসূ
করখানার
কযম

We have already produced proper sloping in the roof and given water proofing
matrial to prevent from water ponding.

অািধকর ৬ মাস
চূড়া
সময়সীমা -

সংেশািধত
সময়সীমা ০৪-০১-২০২৩

অগিতর
অবা সংেশািধত

মব

On 16-07-2020-During inspection found proper sloping on the roof top.
CVV2:09-Nov-2020: proper sloping in the roof and given water proofing matrial to
prevent from water ponding have been observed on the roof slab. CVV3: 19-01-
2021: The factory management has done the PSI test on 15-01-2021. CVV4:10-
08-2021: The factory management is waiting for approval.

 সংযুসমূহ (২) 
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২. পযেবণ

পিরদশন
পযেবণ Exposed rebars found on the roof.

কাপ
আইেটম
কাটগির

২.১. কযম

কযম All of the exposed rebar to be coated with proper weather coating.
সুপািরেশর
তথসূ
করখানার
কযম We have already sealed all exposed rebar with concrete

অািধকর ৬ মাস
চূড়া
সময়সীমা -

সংেশািধত
সময়সীমা ০৪-০১-২০২৩

অগিতর
অবা সংেশািধত

মব

On- 16-07-2020 All exposeed rebar cover by weather coating. CVV2:09-Nov-
2020: Most of the Exposed rebars are sealed with concreate and rest of the
exposed rebars are covered by weather coat. CVV3: 19-01-2021: The factory
management has done the PSI test on 15-01-2021. CVV4:10-08-2021: The factory
management is waiting for approval.

 সংযুসমূহ (২) 
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