
গণজাতী বাংলােদশ সরকর
ম ও কমসংান মণালয়

কলকরখানা ও িতান পিরদশন অিধদর "মজীবী মানুেষর অিধকর,
ৈবষমহন বাংলােদেশর অীকর"

  

কাপ পযেবেণর তথ

করখানার নাম রহমান েাটস ওয়ার
িঠকনা Plot No-A-98 Bscic Hosiery I/E, Shasongaon, Fatullah, Narayanganj
করখানার েকড NRY218
কলার েকড

মূলায়েনর ধরণ:  কঠেমাগত মূলায়ন পযেবেণর তিরখ:  -
১. পযেবণ



পিরদশন
পযেবণ Moderately Over stresses have been found in Corner, edge a central column.

কাপ
আইেটম
কাটগির

১.১. কযম

কযম Factory Engineer to review design, loads and columns stresses in area identified above.
সুপািরেশর
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চূড়া
সময়সীমা -

সংেশািধত
সময়সীমা ০১-০১-১৯৭০

অগিতর
অবা চলমান

মব
17-01-2021, During inspection we found at factory as-build architectural drawing, as-
build structural drawing , load plan & materials test reports also . We told the factory
authority to submit all kinds of design drawing and Test reports at DIFE head office as
soon as possible.

১.২. কযম

কযম Verify in situ concrete stresses either by 100mm dia. cores or existing cylinder strength
data for [the identified columns] or [100mm dia. cores from 4 columns].
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মব

১.৩. কযম

কযম Produce and actively manage a loading plan for all floor plates within the factory giving
consideration to floor capacity and column capacity.
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