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e -Location-Office room. - Electrical Single Line Diagram was not available and the
, factory maintenance person doesnllt have enough knowledge about overall electrical
KRICE
system
FI
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el
5.8, FHEE
1. Provide updated SLD matching the existing installation at the factory. 2. SLD to
FIES9  |indicate exact positions of all points of switch boxes and other outlets. 3. SLD to be
approved by the engineer-in-charge.
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23-11-20: Electrical Single Line Diagram was not available during the inspection.
Ry Did not prepared yet. 15-02-2021: Factory submitted their drawing and design on
10-04-2019 and waiting for approval. 16-08-2021: Factory submitted their
drawing and design on 10-04-2019 and waiting for approval.




oA Location- -Updated lIAs built Electrical Layout Drawingsll wasn't available in the
W‘T factory and the factory maintenance person doesnlt have enough knowledge about
electrical layout drawing.

I
3G
FrerelE

.5, IS

1. Provide updated Electrical layout drawing prepared after proper locations of all
outlets for lamps, fans, fixed and transportable appliances, motors etc. 2.

¥4 |Drawings to indicate exact positions of all points of switch boxes and other outlets
to match existing installation. 3. As built drawing to be approved by the engineer-
in-charge.

W 0C—0b—-2022
Defellel

23-11-20: Updated [JAs built Electrical Layout Drawingsll wasn't available in the
factory. 15-02-2021: Factory submitted their drawing and design on 10-04-2019
and waiting for approval. 16-08-2021: Factory submitted their drawing and design
on 10-04-2019 and waiting for approval.

s=w4e |Location-Generator room at ground floor ~Unwanted material was stored inside the
sl Generator room.

I
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E2LORIG

9.5, IR

IEE  |All unwanted materials should be removed from Generator room.
EUGSE
FHAEH
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SRl

23-11-20: Unwanted material and combustable material found in the generator
&7 room. 15-02-2021: Unwanted materials are stored inside the Generator room. 16-
08-2021: Generator is totally removed from the factory.




%4 [Location- All DB Panels. - Rubber mats provided in front of distribution boards were
s4&%l| non-graded

B2l
ARG
FIereH

8.5, IR

FE&  |Provide rubber mats of adequate size in front of all distribution panels.

EUESE

sG—0lF—-2022
RCERISN
ERRRID

23-11-20: Rubber mats not provided. 15-02-2021: Electrical insulation mats are
BRI not provided in front of the distribution boards. 16-08-2021: Electrical insulation
mats are not provided in front of the distribution boards.

%4 [Location-Generator room at ground floor - Fire protection was not provided (Fire
sHE=<|extinguisher and smoke detector) in Generator room.

I
RGBS
FrerelE

¢.s. IS
S Install smoke detection and provide firefighting equipment in the substation and

generator room.
EUGSE
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23-11-20: Fire Extinguisher and Smoke Detector not provided in the generator
RES) room. 15-02-2021: Fire extinguisher and smoke detector are not provided in the
Generator room. 16-08-2021: Generator is totally removed from the factory.




% |Location-Generator room at ground floor - Fire rated wall and fire door was not
s4&%l|available around the Generator room.

711
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FIerER

u.S. A

IS |Provide 4 hour fire rated walls all around the generator room on ground level.

EUGSE

Sy 870020
FREMHS

23-11-20: Fire rated wall and fire door not provided. 15-02-2021: Fire rated wall
RS) and fire door are not available around the Generator room. 16-08-2021: Generator
is totally removed from the factory.

=Y |Location-MDB at 3rd floor. —All incoming and outgoing circuits of LT panels was not
s4&%l|clearly and permanently labeled with identifications numbers and name.

¥
ARG
E2LORIG

9.5, IR

] Provide and maintain clear and legible identifications numbers & names on all
incoming and outgoing circuits of MDB panels.
EUESE

JFHE| v %12

0C—0b—-2022

RERNID

23-11-20: circuits of LT panels was not clearly and permanently labeled with
identifications numbers and name. 15-02-2021: All incoming and outgoing circuits
RS of LT panels are not clearly and permanently labeled with identifications numbers
and name. 16-08-2021: All incoming and outgoing circuits of LT panels are not
clearly and permanently labeled with identifications numbers and name.




I |Location-Generator room at ground floor -Generator oil was stored near the control
RIS panel in generator room.

711
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FIerER

b.S. IR

IS |Re-locate oil tanks away from control panels in generator room.

EUGSE

JMNFHE | 7132

Sa—09-=2022
LRSI
ENGIED)

23-11-20: Generator oil was stored near the control panel in generator room. 15-
RS 02-2021: Generator oil is stored near the control panel in the generator room. 16-
08-2021: Generator is totally removed from the factory.

o Location-The facility - Exit signs were not illuminated .

711
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FIerER

.5, IS

1. Exit signs should be illuminated either by lamps external to the sign or by lamps
¥4 |contained within the sign. 2. The source of illumination should be providing not

less than 50 lux.
EUGSE
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23-11-20: Illuminated EXIT Sign not provided. 15-02-2021: Exit signs are not
illuminated . 16-08-2021: Exit signs are not illuminated .




qu Location-MDB panel at 3rd floor - Ammeter, Voltmeter was not installed.

711
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FIerER

0.8, I

IS [Provide calibrated Ammeters / Voltmeters at distribution boards (MDB) .
EUGSE

e
SIS T T

23-11-20: Ammeter and Voltmeter not found. 15-02-2021: Ammeter, Voltmeter
are not installed. 16-08-2021: Ammeter, Voltmeter are not installed.

=W [Location-Sewing Section at 3rd floor - Dedicated circuits and fuse protection was not
sS4 found for sockets/plugs feeding for 15/20A sockets.

I
3G
FrerelE

58,5, S
IS |Individual Fuse protection should be provided to every 15/20 A socket.

EUESE

0C—0b—-2022

Defellel

23-11-20: Dedicated circuits and fuse protection was not found for sockets/plugs
feeding for 15/20A sockets. 15-02-2021: Dedicated circuits and fuse protection
&7 are not found for sockets/plugs feeding for 15/20A sockets. 16-08-2021:
Dedicated circuits and fuse protection are not found for sockets/plugs feeding for
15/20A sockets.




% |Location-MDB at 3rd floor ~Cable sockets at cable end was not provided to stranded
sHE=<i|cables with cable size area >= 6mm?.

3
SIRGH
E2LORIG
.. A
] 1. All stranded conductors > 6mm?2 to be provided with cable sockets. 2. All
stranded conductors < 6 mm2, at exposed end should be soldered / crimped.
EUESE
Rkt
PEAEHE
I
SRR v 1212
R |
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EEBIE ‘
iy RERNIT
23-11-20: Cable lugs not provided where required. 15-02-2021: Cable sockets at
e cable end are not provided to stranded cables with cable size area >= 6mm?2. 16-
08-2021: Cable sockets at cable end are not provided to stranded cables with
cable size area >= 6mm?2.

7 |Location-SDB-2 at 3rd floor - Inflammable materials were found surrounding electric
S| circuitry.
3
ARG
E2LORIG
9.5, FEEH
1. Remove all the inflammable materials from surrounding of electrical circuitry at
F4SS  |SDB. 2. Ensure that all electric circuitry clean of inflammable materials. 3. Conduct
periodic maintenance and maintain the records.
EUGSE
FRAEHE
FHE
SEFR| v 1212
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ks W= 23
23-11-20: Flammable material near circuits. 15-02-2021: Inflammable materials
RS are found surrounding electric circuitry. 16-08-2021: Inflammable materials are
found surrounding electric circuitry.




=W [Location-Overhead service line - Insulated support was not provided for high overhead
s %|service entries.

711
ARG
FIerER

38.5. IR

IS |Provide supports for main service line complete with adequate insulation.

EUGSE

iR v %

ﬂﬂqﬁﬁﬂ S—0F—2022
SIS T T

23-11-20: Insulated support was not provided for high overhead service entries.
&S] 15-02-2021: Insulated support is not provided for high overhead service entries.
16-08-2021: Insulated support is not provided for high overhead service entries.

‘ﬁ.@gql Location-Switchboard at 3rd floor -Switchboards was installed on flammable material.

711
ARG
FIerER

3¢, 8. IR

] 1. Wooden switchboards / panel boards should be replaced by non-flammable
materials. 2. Prefer switchboards made of non-flammable materials.
EUESE

r:
)
3

08-05-2029

RERNID

23-11-20: Wooden base found on 3rd and 4th floor 15-02-2021: Wooden base
RS distribution boards are found. 16-08-2021: Wooden base distribution boards are
found.




qu Location-MDB Panels -Electrical connections were not properly secured with lugs.

711
ARG
FIerER

30,8, IS

] Provide cable connections with properly soldered / welded lugs at MDB. Ensure
that all the electrical connections are properly secured with lugs.
EUESE

Wﬂqﬁtﬂ 0—0bF—=2022
REIRHID

23-11-20: Electrical connections were not properly secured with lugs. 15-02-
B3] 2021: Electrical connections are not properly secured with lugs. 16-08-2021:
Electrical connections are not properly secured with lugs.

A [Location-Office room -Power and telecommunication & LAN cables were not laid
&4 separately.

I
RGN
RG]

9.5, IS

FIEFT  |Power cables/ telecommunication cables / LAN cables should be laid separately.

EUESE

r:
)
3

08-05-2029

RERNID

23-11-20: Power and telecommunication & LAN cables were not laid separately.
B3] 15-02-2021: Power and telecommunication & LAN cables are not laid separately.
16-08-2021: Power and telecommunication & LAN cables are not laid separately.




‘ﬁ‘@gql Location- All electrical panels. -MCB & MCCB was higher rated according to cable size.

711
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FIerER

Sb.S. IR

] Select conductors and MCCB/MCB with adequate sizing without exceeding
permissible current carrying capacity for insulation.
EUESE

4
3

TR

W 0—0bF—=2022
REIRHID

23-11-20: Lower size cable used for Higher sized breaker. 15-02-2021: According
@ |to the capacity of circuit breaker proper size cable are not used. 16-08-2021:
According to the capacity of circuit breaker proper size cable are not used.

<% [Location- All DB panels -Cross-circuiting ( Looping at MCCB/MCB terminal) was
sl observed in the panel.

Bl
RGN
A

0.5, IR

S Avoid looping at MCCB/MCB, use individual circuit and over current device for
every incoming and outgoing circuit at the distribution boards.
EUGSE
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JFE| v %12
P®E |
RCESIEN
W‘i?“lf@%[ S—0F—2022
SIS W= 23

23-11-20: Multiple cable connected in one terminal found. 15-02-2021: Looping
and multi connection of cables are observed at circuit breaker and busbar
terminal. 16-08-2021: Looping and multi connection of cables are observed at
circuit breaker and busbar terminal.




"%4 |Location-All DB Panels -Wiring diagram/ circuit list with proper current rating was not
s4@%4|available on distribution board.

B2l
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E2LORIG
0.5, FEHH
] Provide circuit diagram /circuit list with proper current ratings and fuse size,
marking for DBs identifying end use load, voltage, number of phases.
EUESE
FRAEH
I
SRR v 1212
R |
B aliall
WWQ 3 REIRHID
23-11-20: Wiring diagram/ circuit list with proper current rating was not available
on distribution board. 15-02-2021: List and diagram of the circuits are not
RS) available for all distribution boards and cables have no identification. 16-08-2021:
List and diagram of the circuits are not available for all distribution boards and
cables have no identification.

TS
A

B Location-MDB at 3rd floor -Non standard cable joint was observed in electrical circuit.
I
16
bl

8.8, IR

S Provide cable joints of porcelain / PVC connectors with PIB tape wound around
before placing the cable in the box.
EUGSE
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23-11-20: PVC Tape wound use for cable joint. 15-02-2021: Improper cable joint
is found. 16-08-2021: Improper cable joint is found.




Location-Exit area of the 3rd floor -Cable penetrations from wall was not adequately

AT
E%<|covered and sealed.

711
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FIerER

R.8. IR

IS |Seal the cable penetrations through walls adequately with fire resistive elements.

EUGSE

iR v %

W S—0F—2022
SIS T T

23-11-20: Cable penetration through wall was not sealed properly. 15-02-2021:
&S] Cable penetrations from wall is not adequately covered and sealed. 16-08-2021:
Cable penetrations from wall is not adequately covered and sealed.

"% |Location-Generator room at ground floor -~Openings was not properly sealed with
sl appropriate degree of fire resistance.

¥
ARG
E2LORIG

0.5, TSN

Seal the opening of wall at wiring passing through wall partitions. Ensure that all
F4S  |cable penetrations though walls should be adequately sealed with fire resistive

elements.
EUGSE
IEAEE
T
JFE| v %12
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RCESIEN
WW@%[ S—0F—2022
ENGIEE]

23-11-20: No fire door provided. 15-02-2021: Openings was not properly sealed
RS with appropriate degree of fire resistance. 16-08-2021: Generator is totally
removed from the factory.




=% |Location-Generator room at ground floor —Electrical wiring was not properly covered in
s4&@4| conduit pipes.

¥
SIRGH
E2LORIG

8.5, I

] Provide the wiring in PVC conduits or in metallic Gl pipes. Ensure that all electrical
wiring should be covered in proper conduit pipes.
EUESE

r:
)
3

xr;rz@sn 08-0y)—2029
REIRHID

23-11-20: Electrical wiring was covered with flexible pipe. 15-02-2021: Electrical
B3] wiring is not properly covered in conduit pipes. 16-08-2021: Electrical wiring is not
properly covered in conduit pipes.

‘ﬁ'@mfl Location-All DB Panels -Cable entry-exit point to the panel was not properly sealed.
I
SRS
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6.5, IR

Seal the cable entry-exit points of DBs with non-flammable materials. In addition:

FES9  |1. Ensure that DB panels / Switchgears to be vermin / damp proof. 2. Ensure all
unused holes / openings in DBs to be blocked properly.

EUESE

r:
)
3

08-03-2029

RERNID

23-11-20: Cable entry and exit points are not properly sealed. 15-02-2021: Cable
B3] entry and exit points are not properly sealed. 16-08-2021: Cable entry and exit
points are not properly sealed.




% |Location-Generator room at ground floor - Earthing connection was not provided to
s4&%l| the generators.

¥
SIRGH
E2LORIG

.S, TSN

] Provide proper separate earthing/grounding to generator. Ensure that generator
body frame to have two separate and distinct connections to the earth / ground.
EUESE

JYFHE| 7122

$5-09-3032
NSRS
ENGIEE]

23-11-20: No earthing provided to generator frame. 15-02-2021: Only one
B3] earthing connection is provided to the generator body. 16-08-2021: Generator is
totally removed from the factory.

‘ﬁ'@mfl Location-All DB Panels -ECC was inadequate
I
16
bl
9.5, I
1. Provide the ECC to meet minimum cross-sectional area as per table 4.5. 2.
] Ensure that connections between conductors / equipments provided to durable
electrical continuity and adequate mechanical strength and protection. 3. The
continuous earth connection is provided back to the main intake supply earth.
EUGSE
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FRAEHE
I
SRR v Bl
e
2‘%? 08-0y-2029
:Effﬁ W= 23
e 23-11-20: ECC not available. 15-02-2021: ECC was inadequate. 16-08-2021: ECC
was inadequate.




I |Location-Some sewing M/C at line A & line B -Separate earthing was not provided for
s4&@Sd| most of the electrical equipment.

3
ARG
E2LORIG

.. FEFH

Provide separate earthing connection to electrical equipments. Ensure that earth
S potential provided for all parts of equipment / installation (other than live parts)

and that continuous earth connection is provided back to the main intake supply
earth.

W 0—0bF—=2022
RERHID

23-11-20: Dedicated earthing was not provided for each circuit. 15-02-2021:
B3] Separate earthing is not provided for each circuit. 16-08-2021: Separate earthing
is not provided for each circuit.

‘ﬁ'@mfl Location-MDB panels at 3rd floor ~Earthing was not provided to panel body & door
I
SRS
bl

0.5, I

S Provide adequate earthing to body and doors to MDB. Ensure that all electrical
panels provided with proper and separate earth potential.
EUGSE
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JFE| v %12
P®E |
RCESIEN
W‘i?“lf@%[ S—0F—2022
SIS T

23-11-20: Earthing was not provided to panel body & door 15-02-2021: All of the
RS) distribution boards are not grounded. 16-08-2021: All of the distribution boards
are not grounded.




o Location-Roof top -Lightning protection system was not installed.

711
ARG
FIerER

©0.5. I

] Provide adequate protection against lightning depending on the probability of a
strike and acceptable risk levels at roof top of building.
EUESE

ﬂﬂ#ﬁkﬂ 08-05-2029
Defellel

23-11-20: LPS not Installed. 15-02-2021: Factory submitted their drawing and
B3] design on 10-04-2019 and waiting for approval. 16-08-2021: Factory submitted
their drawing and design on 10-04-2019 and waiting for approval.

%97 |Location-Office room -The factory did not conduct planned periodical inspections and
=< testing for insulation, earth resistance, operation test of all equipments

Bl
16
bl

©3.5. I

Conduct Planned Periodical inspection and testing (insulation, earth resistance,

IS |operation test) of all electrical equipment to ensure proper operability of the
installation and record should be maintained.

EUESE

IS HE|Del=

05-05-sa90

RERNID

23-11-20: The factory did not conduct planned periodical inspections and testing
for insulation, earth resistance, operation test of all equipments 15-02-2021:
Factory don't have any insulation, earth resistance, operation test report. 16-08-
2021: Factory don't have any insulation, earth resistance, operation test report.




