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% |Location- All doors in egress route The exit doors in the egress route are sliding &
s4&%| Shutter type doors and do not open in the direction of the travel.
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Replace all existing exit doors on evacuation routes, exit doors with side hinged
¥4 |type door, which swing outward and in the direction of travel. Swinging of the door
should not constrict the width of the corridor / passage below 0.9 meter.

EUGSE

SERRPR| w1212

2—0b—2022

ERGIEE]

On 1270272020 (CVV1): Factory has taken action. Most of the shutter type doors
have been replaced but in some places these shutter type doors have also been
replaced. On 28/09/2020(CVV2) : Factory has been removing work of sliding &
&S] Shutter type doors from all exit doors at egress route but sliding & Shutter type
doors are found at some exits of the factory. Location: Utility building & Shed-03
On 15-12-2020 (CVV3): Factory has been taken action. Most of the shutter type
doors have been removed in the factory, During the visit time.




oA Location- All doors in egress route The egress route exit doors are sliding, steel sewing
WCT & shutter type and there is chance that doors get locked due to any obstruction in
opening/closing.

I
3G
FrerelE

.5, IS

S Remove all locking device from all egress door. All exit doors should be open-able
from the side they serve without the use of a key.
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On 1270272020 (CVV1): Factory has taken action. Most of the shutter type doors
have been replaced but in some places these shutter type doors have also been
replaced. On 28-09-2020 (CVV2): Factory has been removing work of locking
&7 arrangements from all exit doors at egress route but Locking features are found at
some exits of the factory. Location: Utility building, Shed-03 On 15-12-

2020 (CVV3): It has been found same as it was before. Locking features have
been found in some places. Location: Utility building, Shed-03




Location- All stairs Handrail is not provided on both side of the staircase, only one side
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s4&|is provided.
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] Provide handrails on both side of each stairway with height of 0.9m measured from
the nose of stair to the top of the handrail.
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On 12/02/2020(CVV1): Factory has taken action. Handrail is provided on both
side of the staircase in building 01 but both side handrail not provide of unility
o building. On 28-09-2020(CVV2): Handrails have been found only on one-side of
stairway from ground floor to top floor at 2 storied utility building. On 15-12-
2020 (CVV3): It has been found same as it was before. Both side handrail are not
found in utility building.




e Location- All stairs (Building-01) Sliding, steel sewing type doors are installed, which
W‘T are without self closing type at evacuation route, so stairs require fire rated self-
closing door. However self closing fire door installation process is ongoing.
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S Doors in stair should be outward opening, side-swing, self closing, non-lockable
1.5 hours fire rated self closing door in all stair way encloses.
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On 1270272020 (CVV1): Factory has taken action. On 28-09-2020(CVV2): 1)
Fire rated side hinged swing type doors are are found at both exit from ground
floor to 3th floor at 4 storied building I ( Production building) 2) The doors are
W& |found damaged and also with problematic enclosure. 3) Proper rating and
certification documents of the doors are not found in the factory. On 15-12-
2020 (CVV3): It has been found same as it was before. stair is separated by fire
rated construction and installed fire door but not fuctional.




oA Location- Stair-02 (Building-01) Stair-02 is finished at ground floor beside fabrics
W‘T store and finally discharge outside via without fire rated corridor where required fire
separated corridor.
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S Within 6 Weeks, Prepare proper plan and design for fire rated barrier for 2 hours
fire rating separated corridor at ground floor or 1.5 hours fire rating door at store.
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On 1270272020 (CVV1): Factory has taken action.But Design drawing of can not
provided by the factory personel. On 28-09-2020(CVV2): Fire separation design
e drawing not found in the factory but The factory management has entered into an
agreement with BD technology for fire safety work and degain & drawing are
submitted to RCC-DIFE On 15-12-2020 (CVV3): It has been found same as it was
before.




oA Location- Stair-02 (Building-01) Stair-02 is finished at ground floor beside fabrics
W‘T store and finally discharge outside via without fire rated corridor where required fire
separated corridor.
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Within 6 Months, All stairway to have direct access to outside of the factory
F4&9  |building, which requires 2 hour fire rated construction at ground floor for fire
separated corridor. Or 1.5 hours fire rating door at store.
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On 1270272020 (CVV1): Factory has taken action. Most of the Fire doors installed
has been completed in the building 01. On 28-09-2020(CVV2): 1) Fire rated side
hinged swing type doors are are found at stair 2 (Production building) and not
e functional. 2) The doors are found damaged and also with problematic enclosure.
3) Proper rating and certification documents of the doors are not found in the
factory. On 15-12-2020(CVV3): It has been found same as it was before. Ground
floor is separated by fire rated construction from fabrics store and finally discharge
outside and installed fire door but not fuctional.




%4 [Location- Shed-03 Gray fabrics store is located at shed-03 adjacent with fabrics
s4{@%4|inspection area which is not fire separated.
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o Within 6 Weeks, Prepare proper plan and design for 2 hrs fire rated barrier with 1.5
hrs fire rated door for storage area.
EUESE

W 0C—0b—-2022
Defellel

On 1270272020 (CVV1): Factory has taken action. But Design drawing of can not
provided by the factory persone. On 28-09-2020 (CVV2 ) : Fire separation design
drawing not found in the factory but The factory management has entered into an
agreement with BD technology for fire safety work and degain & drawing are
submitted to RCC-DIFE On 15-12-2020 (CVV3): It has been found same as it was
before.

w4 |Location- Shed-03 Gray fabrics store is located at shed-03 adjacent with fabrics
s4{@%4|inspection area which is not fire separated.
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o Within 6 Months, Provide 2 hrs fire rated barrier with 1.5 hrs fire rated door for
storage area.
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On 1270272020 (CVV1): Factory has taken action. On 28-09-2020(CVV2): The
factory does not use fabric inspection area in the gray fabric store but As per
&S] approval design drawing the factory need to ensure adequate fire rated
construction in required occupancies. On 15-12-2020 (CVV3): It has been found
same as it was before.




ﬁ@gﬁl The factory has no provision of periodic checking of fire pump system.
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FIE&S  |Periodically check fire pumps. Maintain record properly
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On 1270272020 (CVV1): Factory has taken action. On 28-09-2020(CVV2):
Record of testing for fire pump system are found during inspection but fire pump is
not dedicated fire pump. On 15-12-2020 (CVV3 ) : It has been found same as it
was before.




