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o2 Building Approval
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ST Building Approval Plan to be updated and submitted for approval from the
appropriate authority.
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B Inadequate Technical Documents
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Develop a full set of as-built structural drawings showing structural details,
loading, dimensions, levels, foundations and framing on Plan, Section and
Elevation etc. also prepare architectural drawing, sub soil investigation report,
material test report as part of DEA.
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Vetted load plans for every floor shall be prepared and posted reflecting the actual
use of the floors including actual materials and work product loads as typically
stored at maximum density
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o Non Structural Cracks on wall
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] Section of plaster should be removed and cracks must be repair as per guideline of

building engineer.
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B Dampness & Spalling of Concrete
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IS |Exposed rebars should be cleaned from rust and covered by non-shrink concrete
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8.3. IE

o Proper drainage and water proofing materials should be provided on roof top

maintaining 2% slope
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o Building Approval
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] Building Approval Plan to be updated and submitted for approval from the
appropriate authority.
EUESE

S .
e Inadequate Technical Documents

I
3G
FrerelE

NEEET

Develop a full set of as-built structural drawings showing structural details,
] loading, dimensions, levels, foundations and framing on Plan, Section and

Elevation etc. also prepare architectural drawing, sub soil investigation report,
material test report as part of DEA.
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=TT Non Engineered Connections & Horizontal Bracing System
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] Building engineer should check the poor connections and stability of the single

story shed.
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ST Poor connections should be replaced with plate & bolted connections and install

horizontal bracing if required.
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B Non-Engineered Steel Stair
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F59  |Building engineer should check the adequacy and stability of the steel stair.
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b.2. IS

o If the structure is not adequate retrofitting or replacement must be done as per the

guideline of building engineer.
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