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s/{w & |Ground floor - There were no fire rated doors installed in 1st, 2nd, 3rd, 4th and 5th
sF4=5| Floors exit of the factory.
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Replace all existing exit doors on evacuation routes, exit doors with side hinged
¥4 |type door, which swing outward and in the direction of travel. Swinging of the door
should not constrict the width of the corridor / passage below 1.0 meter.
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f=%4e |All stairways within the factory building - There were no fire rated doors installed in
TS| Ist, 2nd, 3rd, 4th and 5th Floors exit of the factory.
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] Doors in stair should be outward opening, side-swing, self closing, non-lockable
1.5 hours fire rated doors in all stair way encloses.
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w4 [All Stairs within the factory building - Stairways were not finished near to final exit
ERIGES gate at ground floor.
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Within 6 Weeks, Prepare proper plan and design for fire rated barrier for 1 hour fire
o rating separated corridor at ground floor.Within 6 Months, All stairway to have

direct access to any designated refuge area which requires 1 hour fire rated
construction at ground floor for fire separated corridor.
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All accessible floors 7/ buildings and sections within the factory area - Atria was
available but not properly separated from others floors.
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Within 6 Weeks, Produce proper plan and design for 2 hours fire rated barriers with
2 hours fire rated doors at others floors of atria.Within 6 Months, Provide 2 hours
fire rated barriers with 2 hours fire rated doors at others floors of atria.

EUGSE

S HE| 4T 77

B\ Ewat
RIGES]

All accessible floors 7/ buildings and sections within the factory area - Opening or
penetration was not properly sealed.
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Seal all openings in walls with fire resistant materials having 2 hours fire rating. Or
In case of openings in slab / floors, provide vertical enclosures extending above
and below such openings. Walls of such openings should have at least 2 hours fire
resistance rating.




=7 |All evacuation pathways - Signs were not posted appropriately on all evacuation
&% pathways.
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Provide aisle marking with arrow guiding and exit signage on all Evacuation
pathways or provided with overhead signage fixed at ceiling level. - Illuminated
IS |exit sign should be posted above the exit door, - It should be clearly visible at all
time, - Provide directional signs wherever necessary. - All exit doors should be
clearly marked for easy identification.
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w4 |All accessible floors / buildings and sections within the factory area - The fire license
s74@%4|did not cover the whole factory.
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IS |Cover all units / floors in a valid fire license
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fi A
W‘T Document Reviews - Boiler operator license was not available.
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FESH  |Obtain the boiler operator license from the proper issuing authority.
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