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o2 Building Approval
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5.8, IS

ST Factory management to prepare approval drawing and submit to the appropriate
authority for approval.
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o Technical Documents
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] As part of DEA as built architectural and structural drawing , Floor load plan,

subsoil investigation report, Material test report to be prepared.
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o Lack of Bracing System
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] Lateral stability and the requirement of cross bracing between the rafters and sag
rod in between purlins should be checked by building engineer as a part of DEA.
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9.2, IR

I

Install horizontal or vertical bracing if required. Poor connections should be
replaced by proper plate and bolted connections.
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o Building Approval
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] Factory management to prepare approval drawing and submit to the appropriate
authority for approval.
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S As part of DEA as built architectural and structural drawing , Floor load plan,
subsoil investigation report, Material test report to be prepared.
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o Lack of Bracing System
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] Lateral stability and the requirement of cross bracing between the rafters and sag
rod in between purlins should be checked by building engineer as a part of DEA.
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I

Install horizontal or vertical bracing if required. Poor connections should be
replaced by proper plate and bolted connections.
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] Factory management to prepare approval drawing and submit to the appropriate
authority for approval.
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S As part of DEA as built architectural and structural drawing , Floor load plan,
subsoil investigation report, Material test report to be prepared.
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o Lack of Bracing System
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S

Lateral stability and the requirement of cross bracing between the rafters and sag
rod in between purlins should be checked by building engineer as a part of DEA.
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I

Install horizontal or vertical bracing if required. Poor connections should be
replaced by proper plate and bolted connections.
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