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AL, Ground floor - Sliding Steel type Doors were fitted in the final exit of the factory.
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Replace all existing exit doors on evacuation routes, exit doors with side hinged
¥4 |type door, which swing outward and in the direction of travel. Swinging of the door
should not constrict the width of the corridor / passage below 1.0 meter.
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s"w4d |Ground floor - The doors in the mentioned egress route could not be open easily.
s4&@S| Doors can be locked at any time in the direction of evacuation.
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] Remove all locking device from all egress door. All exit doors should be open-able
from the side they serve without the use of a key.
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97 |All emergency exit doors - At 3rd floor, 8 nos. of occupants and 1 nos exits, the total
S| width of exit was 1.3 meter, which did not fulfilled the requirement of BNBC guideline.
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Within 6 Weeks, Prepare proper plan & design for exit door. - Minimum clear width

FIES9  [should be 1.0 meter.Within 6 months, Install exit door as per plan and design. -
Minimum clear width should be 1.0 meter.

EUESE




oA All staircases within the factory building - At 3rd floor, 8 nos. of occupants and 1 Nos.
W‘T of staircases, the total width of stair was 1.4 meter, which did not fulfil the requirement
of BNBC guideline.
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Within 6 Weeks, Prepare proper plan & design for another staircase. - Minimum
o clear width should be 0.9 meter. Or rearrange the occupant load at floor wise to

fulfil the requirement.Within 6 months, Install another staircase as per plan and
design. - Minimum clear width should be 0.9 meter.
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B Ground floor - Opening or penetration was not properly sealed.
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Seal all openings in walls with fire resistant materials having 2 hours fire rating. Or
S In case of openings in slab / floors, provide vertical enclosures extending above

and below such openings. Walls of such openings should have at least 2 hours fire
resistance rating.




oA All accessible floors / buildings and sections within the factory area - Factory installed
WCT automatic detection and alarm system but Micro-controller device had mechanical
problem.
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Within 6 weeks, Produce design and plan for automatic detection system with
IEES  |automatic fire alarm.Within 6 months, Install automatic detection system with

automatic fire alarm.
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e Document reviews - Relevant documents were not available on the day of assessment.
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S Factory management should checked alarm call points, alarm & detection system
periodically and maintained the record properly.
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w4 |All accessible floors / buildings and sections within the factory area - Relevant
s4@%d|documents were not available on the day of assessment.
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FEFH  |Periodically check fire pumps. Maintain record properly
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=7 |Document reviews - Standpipe and first aid hose pipe performance was not checked
s4&%l| periodically and no relevant documents found.
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] The first aid hose and standpipe performance should be checked periodically and

properly tagged.
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