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qu Inadequate Technical Documents
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5.8, IS

ST As part of DEA as built, machine lay-out plan, architectural and structural drawing,
Floor load plan, subsoil investigation report, material test report to be prepared.
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EIERe]
B Efflorescence on masonry wall
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] Building Engineer is required to investigate the efflorescence problems in walls and

carry out remedial actions
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‘ﬁ'@mfl Non-structural crack
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Section of plaster finished to the located point (wall-column joint) to be removed
FIEST  |to investigate if cracks penetrate into the building structure. Investigation needed

to determine why cracks occurring.
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o Lack of Bracing System
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8.5. IHHH

] The requirement of cross bracing between the rafters and sag rod in between

purlins should be checked by building engineer.
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IS |Carry out any remedial actions as directed by the Building Engineer
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o Non-engineered Shed with poor connections

711
ARG
FIerER

¢.5. IR

Building Engineer to review the adequacy of the structure. Design should be
IS |checked by the building engineer to verify the connections and stability of the

shed.
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FEF  |Poor connections should be replaced by proper plate and bolted connections.

EUGSE




B Inadequate Technical Documents
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] As part of DEA as built, machine lay-out plan, architectural and structural drawing,

Floor load plan, subsoil investigation report, material test report to be prepared.
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o Lack of Bracing System
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] The requirement of cross bracing between the rafters and sag rod in between

purlins should be checked by building engineer.
EUESE

9.2. IESH

IS |Carry out any remedial actions as directed by the Building Engineer
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o Non-engineered Shed with poor connections
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Building Engineer to review the adequacy of the structure. Design should be
IS |checked by the building engineer to verify the connections and stability of the

shed.
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b.2. IS

FEF  |Poor connections should be replaced by proper plate and bolted connections.
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