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AL, Ground floor - Sliding Steel type Doors were fitted in all the exit of the factory.
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Replace all existing exit doors on evacuation routes, exit doors with side hinged
¥4 |type door, which swing outward and in the direction of travel. Swinging of the door
should not constrict the width of the corridor / passage below 1.0 meter.0
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si"w4E |All doors on egress route - The doors in the mentioned egress route could not be open
s %l easily. Doors can be locked at any time in the direction of evacuation.
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] Remove all locking device from all egress door. All exit doors should be open-able
from the side they serve without the use of a key. 0
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o Evacuation route - Final evacuation route of building was not protected from
‘ﬁ@%ﬁ production areas and electrical substation, generator which was located adjacent to
south side final exit without proper fire separation.
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Within 6 Weeks, Prepare proper plan and design for 4 hours fire rated barriers with
2 hours fire rated doors at ground floor generator room, which located at the
I adjacent to final exit route.Within 6 months, Provide 4 hours fire rated barriers
with 2 hours fire rated doors at ground floor generator room, which located at the
adjacent to final exit route.
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‘ﬁ.@gql Store areas - Storage areas at mentioned floors did not have fire rated walls or doors.
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8.5. IHHH

Within 6 Weeks, Prepare proper plan and design for 4 hrs fire rated barrier with 2

4SS |hrs fire rated door for storage area. Within 6 Months, Provide 4 hrs fire rated
barrier with 2 hrs fire rated door for storage area.
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=% [High risk rooms - High risk rooms (Boiler / Generator / Substation / Chemical) were
sl not fire separated from production area.
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Within 6 Weeks, Prepare proper plan and design for 4 hours fire rated barriers with
2 hours fire rated door at ground floor generator room, which located at the
I adjacent to final exit route.Within 6 months, Provide 4 hours fire rated barriers
with 2 hours fire rated door at ground floor generator room, which located at the
adjacent to final exit route.
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=7 |All evacuation pathways - Signs were not posted appropriately on all evacuation
&% pathways.
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Provide aisle marking with arrow guiding and exit signage on all Evacuation
pathways or provided with overhead signage fixed at ceiling level. - Illuminated
IS |exit sign should be posted above the exit door, - It should be clearly visible at all
time, - Provide directional signs wherever necessary. - All exit doors should be
clearly marked for easy identification.0
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s"w4E |All accessible floors / buildings and sections within the factory area - Factory had
s4@%4|inadequate numbers of smoke detectors in mentioned floors.
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IS |Provide adequate nos. of smoke detectors to cover the whole factory building.0
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qu Document review - Relevant documents were not available on the day of assessment.
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] Factory management should checked alarm call points, alarm & detection system
periodically and maintained the record properly.0
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o All accessible floors 7/ buildings and sections within the factory area - Diameter of
"f#@%‘T standpipe fulfilled the requirement, however the dia of first aid hose which is lower
than the BNBC code.
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] Provide 1.5 inch hose pipe and 100 mm diameter standpipe to meet the
requirement of BNBC guideline.0
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qu Ground floor or roof - There were no way to check the water pressure
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IS |Stand pipe supplying first aid hose should have minimum pressure of 200 KPa.
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=Y |Document review - Standpipe and first aid hose pipe performance was not checked
s4&%l| periodically and no relevant documents found.
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] The first aid hose and standpipe performance should be checked periodically and

properly tagged.O
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"W4E [Main exit route - Additional firefighting equipment like sand, water & buckets were not
sl provided at the exact location.
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] Provide additional fire fighting equipment like sand & water buckets near exit or
easily accessible area for first phase fire fighting.0
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w4 |Production floors - Combustible materials were found near heat / electrical source
sHE=5<|during operational process of factory.
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Combustible materials should keep away from electrical appliances and all the
F4&9  |lighting in storage area must have protecting covers and wiring must be in

conduits.0
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fi 2
W‘T Document review - - There was no fire license available on the day of assessment.
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FE&S  |Obtain fire license / permit from issuing authority.0
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qu Document review - No relevant documents found during the day of assessment.
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FESH  |Obtain building approval from issuing authority0
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qu Document review - No relevant document found during the day of assessment.
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FESH  |Obtain the boiler license from the proper issuing authority. 0
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‘ﬁ.@gq Document review - Boiler operator license was not available.
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FESH  |Obtain the boiler operator license from the proper issuing authority. 0
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qu Document review - No relevant document found during assessment day.
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Fire drill should be conducted quarterly (4 times a year) in existing buildings as
S detailed under the Fire Safety Plan & should kept record properly. / Fire drill

should be conducted monthly in existing buildings as detailed under the Fire Safety
Plan & should kept record properly.0




