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মূলায়েনর ধরণ:  কঠেমাগত মূলায়ন পযেবেণর তিরখ:  -
১. পযেবণ

পিরদশন
পযেবণ

All Factory Building has no approved master plan from local authority. Full set of
Architectural and Structural drawings were not available on-site for review for any of
the structures. As-built drawings were not available for any of the buildings. Sub soil
investigation report was not available. Any Material Test Report was not available. Also
Design Report was not available for any of the factory buildings. As all of the structures
are single story that’s why column stress check was not required. But soil investigation
reports and as built drawings, material test reports were not present for any of the
structures. Thus Under guidance from a qualified structural engineer Factory should
conduct Detail Engineering Assessment (DEA) for all of the buildings.

কাপ
আইেটম
কাটগির

১.১. কযম

কযম

Develop a full set of as-built Architectural and Structural drawing showing Floor
Plan, Section, Elevation details, all structural members and foundations details for
all of the structures. Factory should also conduct Detail Engineering Assessment
(DEA) for all of the buildings. All prepared as-built documents should be credible
based on the requirements of BNBC 2020.

সুপািরেশর
তথসূ
করখানার
কযম
অািধকর েযাজ নয়
চূড়া
সময়সীমা -

সংেশািধত
সময়সীমা -

অগিতর
অবা
মব

২. পযেবণ



পিরদশন
পযেবণ

Uncontrolled loading has been observed at mezzanine floor of Production Shed. There
is no marking at storage area indicating maximum allowable loading limit.

কাপ
আইেটম
কাটগির

২.১. কযম

কযম
Develop a program to ensure that all live loads for which a floor has been designed
for will not be exceeded. The designated Load Manager shall oversee this program
and ensure it is enforced.

সুপািরেশর
তথসূ
করখানার
কযম
অািধকর েযাজ নয়
চূড়া
সময়সীমা -

সংেশািধত
সময়সীমা -

অগিতর
অবা
মব

৩. পযেবণ

পিরদশন
পযেবণ

Uncontrolled loading has been observed at mezzanine floor of Production Shed. There
is no marking at storage area indicating maximum allowable loading limit.

কাপ
আইেটম
কাটগির

৩.১. কযম

কযম Have a qualified structural engineer confirm the capacity to support the load is
available. Load Plans should also be developed.

সুপািরেশর
তথসূ
করখানার
কযম
অািধকর েযাজ নয়
চূড়া
সময়সীমা -

সংেশািধত
সময়সীমা -

অগিতর
অবা
মব

৪. পযেবণ



পিরদশন
পযেবণ

Corrosion was present in steel member of Production Shed. Also, brick wall was found
without plaster in Production Shed & Generator Shed.

কাপ
আইেটম
কাটগির

৪.১. কযম

কযম All Steel Member should be painted properly. All Factory Building brick wall should
be plastered and painted properly.

সুপািরেশর
তথসূ
করখানার
কযম
অািধকর েযাজ নয়
চূড়া
সময়সীমা -

সংেশািধত
সময়সীমা -

অগিতর
অবা
মব


