
গণজাতী বাংলােদশ সরকর
ম ও কমসংান মণালয়

কলকরখানা ও িতান পিরদশন অিধদর "সু িমক, েশাভন কমপিরেবশ;
গেড় তুলেব াট বাংলােদশ"

  

কাপ পযেবেণর তথ

করখানার নাম াউিলন ফাশন িলিমেটড|
িঠকনা PLOT NO.-1, ROAD NO.-14, SHAMPUR KADAMTALI I/A, DHAKA
করখানার েকড DHK216
কলার েকড

মূলায়েনর ধরণ:  ৈবুিতক মূলায়ন পযেবেণর তিরখ:  -
১. পযেবণ

পিরদশন
পযেবণ

 The generator room smaller than the required size  The generator room is not
properly segregated from the rest of the occupancy  No detector in generator room 
No firefighting equipment is present in the generator room  Combustible materials
inside generator room  One point frame earthing of generator instead of two  No over
current or earth fault protection provided  No cover on the cable trench

কাপ
আইেটম
কাটগির

১.১. কযম

কযম
 Produce design drawings to demonstrate the incorporation of fire rated enclosure
from floor to ceiling and an approved fire rated self-closing swing door for the
Generator room.  Provide firefighting equipment as required by the Guidelines. 
Provide over current and earth fault protection

সুপািরেশর
তথসূ
করখানার
কযম
অািধকর েযাজ নয়
চূড়া
সময়সীমা -

সংেশািধত
সময়সীমা ০৬-০১-১৯০০

অগিতর
অবা র হয়িন

মব

On 29/11/2020: - The generator room size is inappropriate. No seperation is
present. There is no detector no fire fighting equipment in the room. Combustible
material is present. One point frame earthing of generator. Over current and earth
fault protection are not provided. No cover provided on the cable trenchs. 10-02-
2021 on visit day Fire extinguisher is provided but smoke detector /heat detector
is not provided in substation and generator room.Size of the generator room is not
adequate.One point frame earthing of generator.No cover provided on the cable
trenchs

২. পযেবণ



পিরদশন
পযেবণ

 The generator room smaller than the required size  The generator room is not
properly segregated from the rest of the occupancy  No detector in generator room 
No firefighting equipment is present in the generator room  Combustible materials
inside generator room  One point frame earthing of generator instead of two  No over
current or earth fault protection provided  No cover on the cable trench

কাপ
আইেটম
কাটগির

২.১. কযম

কযম  Remove Combustible materials from generator room.  Ensure double earthing of
generator frame  Provide cover on the cable trench

সুপািরেশর
তথসূ
করখানার
কযম
অািধকর েযাজ নয়
চূড়া
সময়সীমা -

সংেশািধত
সময়সীমা ০১-০১-১৯৭০

অগিতর
অবা র হয়িন

মব On 29/11/2020: Combustible materials are not removed from generator room.
10-02-2021 on visit day Combustible materials are found in generator room.

৩. পযেবণ



পিরদশন
পযেবণ

 No instruction for first aid to electrical shock  Cable ends not properly soldered or
crimped  Connection without lug  Body & door not earthed  No clear identification
mark on distribution board  Wooden switch board with empty exposed port.  Cables
inside DB are not clipped properly & causing messiness.  Combustible materials near
DB.

কাপ
আইেটম
কাটগির

৩.১. কযম

কযম  Provide earthing to body & door.  Provide clear identification mark on
distribution board.  Install & examine Switchboard properly

সুপািরেশর
তথসূ
করখানার
কযম
অািধকর ৬ সাহ
চূড়া
সময়সীমা -

সংেশািধত
সময়সীমা ০১-০১-১৯৭০

অগিতর
অবা র হয়িন

মব

On 29/11/2020: -No instruction for first aid is found. Cable ends are not properly
soldered. Several connections were made without lugs. Door earthing is not found.
Body earthing is insufficient. No identification is found. Wooden switch boards are
still present. messy cabling is present. Combustible materials are still present near
DB. 10-02-2021 on visit day No instruction for first aid to electrical shock.Cable
ends not properly soldered or crimped.Connection without lug.Body & door not
earthing.No clear identification mark on distribution board.

৪. পযেবণ



পিরদশন
পযেবণ

 No instruction for first aid to electrical shock  Cable ends not properly soldered or
crimped  Connection without lug  Body & door not earthed  No clear identification
mark on distribution board  Wooden switch board with empty exposed port.  Cables
inside DB are not clipped properly & causing messiness.  Combustible materials near
DB.

কাপ
আইেটম
কাটগির

৪.১. কযম

কযম
 Provide instructions for first aid from exposure to electrical shock  Remove
messiness of wires & ensure well-dressed cabling with lugs  Remove combustible
materials from DB’s nearest zone.

সুপািরেশর
তথসূ
করখানার
কযম
অািধকর েযাজ নয়
চূড়া
সময়সীমা -

সংেশািধত
সময়সীমা ০১-০১-১৯৭০

অগিতর
অবা র হয়িন

মব

On 29/11/2020: -No instruction is provided for first aid. Messy wires are present
inside DB. Combustible materials are not removed.10-02-2021 on visit day No
instruction for first aid to electrical shock.Cable ends not properly soldered or
crimped.Connection without lug.Body & door not earthing.No clear identification
mark on distribution board. combustible materials found.

৫. পযেবণ

পিরদশন
পযেবণ  Electric cables do not pass through insulated conduits  Messy wiring

কাপ
আইেটম
কাটগির

৫.১. কযম

কযম  Provide insulated conduits  Replace undressed messy wiring
সুপািরেশর
তথসূ
করখানার
কযম
অািধকর ৬ সাহ
চূড়া
সময়সীমা -

সংেশািধত
সময়সীমা ০১-০১-১৯৭০

অগিতর
অবা র হয়িন

মব
On 29/11/2020: Insulated conduits are not provided. Undressed messy wiring is
not replaced.10-02-2021 on visit day Insulated conduits are not provided.
Undressed messy wiring is not replaced.10



৬. পযেবণ

পিরদশন
পযেবণ  Air termination network absent

কাপ
আইেটম
কাটগির

৬.১. কযম

কযম Provide air termination network
সুপািরেশর
তথসূ
করখানার
কযম
অািধকর ৬ মাস
চূড়া
সময়সীমা -

সংেশািধত
সময়সীমা ০১-০১-১৯৭০

অগিতর
অবা চলমান

মব
On 29/11/2020: factory has not installed LPS yet.10-02-2021 on visit day
Lightning protection (LPS) is not installed at factory roof top but drawing
submitted to DIFE for approval.


