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[l The generator room smaller than the required size I The generator room is not
S properly segregated from the rest of the occupancy [ No detector in generator room [
"f#@%ﬁ No firefighting equipment is present in the generator room [ Combustible materials

inside generator room [l One point frame earthing of generator instead of two [ No over
current or earth fault protection provided [ No cover on the cable trench

FI
RGBS
FrerelE

3.8, SRS

I Produce design drawings to demonstrate the incorporation of fire rated enclosure
ST from floor to ceiling and an approved fire rated self-closing swing door for the

Generator room. [ Provide firefighting equipment as required by the Guidelines. [l
Provide over current and earth fault protection
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On 29/11/2020: - The generator room size is inappropriate. No seperation is
present. There is no detector no fire fighting equipment in the room. Combustible
material is present. One point frame earthing of generator. Over current and earth
fault protection are not provided. No cover provided on the cable trenchs. 10-02-
2021 on visit day Fire extinguisher is provided but smoke detector /heat detector
is not provided in substation and generator room.Size of the generator room is not
adequate.One point frame earthing of generator.No cover provided on the cable
trenchs




U The generator room smaller than the required size [l The generator room is not
o properly segregated from the rest of the occupancy [l No detector in generator room [l
"f#@%‘T No firefighting equipment is present in the generator room [ Combustible materials

inside generator room [l One point frame earthing of generator instead of two [ No over
current or earth fault protection provided [ No cover on the cable trench
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S [l Remove Combustible materials from generator room. [l Ensure double earthing of
generator frame [ Provide cover on the cable trench
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On 29/11/2020: Combustible materials are not removed from generator room.
10-02-2021 on visit day Combustible materials are found in generator room.




U No instruction for first aid to electrical shock U Cable ends not properly soldered or
fatey |CTiMPped [ Connection without lug [l Body & door not earthed [l No clear identification
ﬁ@%ﬁ mark on distribution board [ Wooden switch board with empty exposed port. 0 cables

inside DB are not clipped properly & causing messiness. | Combustible materials near
DB.
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S [l Provide earthing to body & door. I Provide clear identification mark on
distribution board. [J Install & examine Switchboard properly
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On 29/11/2020: -No instruction for first aid is found. Cable ends are not properly
soldered. Several connections were made without lugs. Door earthing is not found.
Body earthing is insufficient. No identification is found. Wooden switch boards are
&S] still present. messy cabling is present. Combustible materials are still present near
DB. 10-02-2021 on visit day No instruction for first aid to electrical shock.Cable
ends not properly soldered or crimped.Connection without lug.Body & door not
earthing.No clear identification mark on distribution board.




U No instruction for first aid to electrical shock U Cable ends not properly soldered or
fatey |CTiMPped [ Connection without lug [l Body & door not earthed [l No clear identification
‘ﬁ@%ﬁ mark on distribution board [ Wooden switch board with empty exposed port. 0 cables

inside DB are not clipped properly & causing messiness. | Combustible materials near
DB.
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[ Provide instructions for first aid from exposure to electrical shock I Remove

IS |messiness of wires & ensure well-dressed cabling with lugs [ Remove combustible
materials from DBls nearest zone.
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On 29/11/2020: -No instruction is provided for first aid. Messy wires are present
inside DB. Combustible materials are not removed.10-02-2021 on visit day No
RS instruction for first aid to electrical shock.Cable ends not properly soldered or
crimped.Connection without lug.Body & door not earthing.No clear identification
mark on distribution board. combustible materials found.

‘ﬁ@mfl 0 Electric cables do not pass through insulated conduits I Messy wiring
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F%9 |l Provide insulated conduits I Replace undressed messy wiring
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On 29/11/2020: Insulated conduits are not provided. Undressed messy wiring is
B3] not replaced.10-02-2021 on visit day Insulated conduits are not provided.
Undressed messy wiring is not replaced.10




T [l Air termination network absent
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IEES  |Provide air termination network
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On 29/11/2020: factory has not installed LPS yet.10-02-2021 on visit day
BRI Lightning protection (LPS) is not installed at factory roof top but drawing
submitted to DIFE for approval.




