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o2 Preparation of detail as built drawing
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5.8, IS

Under guidance of a qualified structural engineer prepare as-built drawing
IS |including all details of the member accordance with as built condition supported by

design report.
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B Core test and ferro scanning
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o Coring with 4 nos 4in cores (3 in. if taken from column) for each of the buildings
and scanning of rebars in the GF.
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s [Undocumented consturction of two additional stories as well as physical contact with
s{E%5<|the adjacent structures.
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A detail assessment of the structure shall be carried out to ascertain saftey of the
structure and recommending remediation measures, if required,
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o Floor Load Plan
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8.5. IHHH

The factory owner has been instructed to prepare and submit a load plan for
S vetting. Once it is submitted by the factory owner, it will be duly vetted. The

factory owner should arrange displaying the approved load plan for each floor on
the wall in a visible loaction and shall adhere to it.
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e Horizontal and Vertical Extension
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S No horizontal or vertical extension of the building shall be made without detail
engineering assessment.
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Distr in Primary Structural Element
o stress ary Structural Eleme
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The owner or user of the building should be vigilant about development of any
S distress, particularly in primary structural elements such as columns, beams and

slabs. If crack appear, propagate and widen, detail assessment and adoption of the
remedial measures may become necessary.
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9.3, IR

S Under guidence of an engineer adress all areas of needed maintenance by
correcting the identified issue.
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