
গণজাতী বাংলােদশ সরকর
ম ও কমসংান মণালয়

কলকরখানা ও িতান পিরদশন অিধদর "সু িমক, েশাভন কমপিরেবশ;
গেড় তুলেব াট বাংলােদশ"

  

কাপ পযেবেণর তথ

করখানার নাম েরিডেয় পােকিজং এ একেসসিরজ িল:
িঠকনা South Bagber, Kashimpu, Gazipur
করখানার েকড GZP278
কলার েকড

মূলায়েনর ধরণ:  কঠেমাগত মূলায়ন পযেবেণর তিরখ:  -
১. পযেবণ

পিরদশন
পযেবণ Floor Load Plan

কাপ
আইেটম
কাটগির

১.১. কযম

কযম
The factory owner has been instructed to prepare and submit a load plan for
vetting. Once it is submitted by the factory owner, it will be duly vetted. The
factory owner should arrange displaying the approved load plan for each floor on
the wall in a visible loaction and shall adhere to it.

সুপািরেশর
তথসূ
করখানার
কযম
অািধকর েযাজ নয়
চূড়া
সময়সীমা -

সংেশািধত
সময়সীমা ০১-০১-১৯৭০

অগিতর
অবা চলমান

মব

CVV1: 05-Mar-2019 No load plan has been found on site during inspection. CVV2:
14-Oct-2019 Load plan has been prepared but not posted on floors. No load
manager has been assigned. Load plan must be supported by the design report.
CVV3: 19-Aug-2020 Load plan has been prepared but not submitter to DIFE and
not posted on floors. No load manager has been assigned. No design report has
been found.

২. পযেবণ



পিরদশন
পযেবণ Load intensity

কাপ
আইেটম
কাটগির

২.১. কযম

কযম
The consultants strongly recommed storing any type of cartoon boxes, finished
products and fabrics in such a manner so that intensity of loading should not
exceed 60 psf (3.0 kN/m2). Also empty the stair and landing removing the
cartoon boxes and other goods.

সুপািরেশর
তথসূ
করখানার
কযম
অািধকর েযাজ নয়
চূড়া
সময়সীমা -

সংেশািধত
সময়সীমা ০১-০১-১৯৭০

অগিতর
অবা সংেশািধত

মব
CVV1: 05-Mar-2019 Engage quilified structural engineer to verify loading on 1st
floor at building-1 as well as stair lobby at building-2 1st floor. CVV2: 14-Oct-2019
Loading intensity has been found below 60 psf (3.0 kN/m2) on floors. CVV3: 19-
Aug-2020 Loading intensity has been found below 60psf (3 KN/m2) on floors.

৩. পযেবণ



পিরদশন
পযেবণ Distress in Primary Structural Element

কাপ
আইেটম
কাটগির

৩.১. কযম

কযম
The owner or user of the building should be vigilant about development of any
distress, particularly in primary structural elements such as columns, beams and
slabs. If crack appear, propagate and widen, detail assessment and adoption of the
remedial measures may become necessary.

সুপািরেশর
তথসূ
করখানার
কযম
অািধকর অিবলে
চূড়া
সময়সীমা -

সংেশািধত
সময়সীমা ০১-০১-১৯৭০

অগিতর
অবা র হয়িন

মব

CVV1: 05-Mar-2019 The longitudinal profile of a beam has been found irregular.
The factory engineer is to provide an analyical confirmation of the serviceability of
the beam. CVV2: 14-Oct-2019 No analytical confirmation has been found of the
serviceability of the beam . CVV3: 19-Aug-2020 No design report or analysis has
been found on site for the serviceability of the beam.

৪. পযেবণ



পিরদশন
পযেবণ Horizontal and Vertical Extension

কাপ
আইেটম
কাটগির

৪.১. কযম

কযম No horizontal or vertical extension of the building shall be made without detail
engineering assessment.

সুপািরেশর
তথসূ
করখানার
কযম
অািধকর অিবলে
চূড়া
সময়সীমা -

সংেশািধত
সময়সীমা ০১-০১-১৯৭০

অগিতর
অবা র হয়িন

মব

CVV1: 05-Mar-2019 Horizontal extention has been found during inspection used as
generator building. The factory engineer is to provide an analyical confirmation of
this extension. CVV2: 14-Oct-2019 No analytical confirmation has been found for
horizontal extension. CVV3: 19-Aug-2020 Horizontal extension has been done but
no analytical confirmation has been found for the horizontal extension.

৫. পযেবণ

পিরদশন
পযেবণ No as-built architectural and structural drawings was found on site.

কাপ
আইেটম
কাটগির

৫.১. কযম

কযম Engage a qualified structural engineer to prepare as-built architectural and
structural drawing.

সুপািরেশর
তথসূ
করখানার
কযম
অািধকর ৬ মাস
চূড়া
সময়সীমা -

সংেশািধত
সময়সীমা ০১-০১-১৯৭০

অগিতর
অবা চলমান

মব
CVV2: 14-Oct-2019 As built drawing has been prepared but not submitted to DIFE
for approval. CVV3: 19-Aug-2020 As built drawing has been prepared but not
submitted to DIFE for approval. Some mismatches have been found with the
prepared as built drawings.

৬. পযেবণ



পিরদশন
পযেবণ Dampness has been found on stair at building-2 and generator room side wall.

কাপ
আইেটম
কাটগির

৬.১. কযম

কযম
Under the guidance of a qualified structural engineer address all areas of needed
maintenance by correcting the concerned issues. Also, a maintenance program
should be developed, which will help to address the areas need maintenance at
times and repair them as soon as possible.

সুপািরেশর
তথসূ
করখানার
কযম
অািধকর েযাজ নয়
চূড়া
সময়সীমা -

সংেশািধত
সময়সীমা ০১-০১-১৯৭০

অগিতর
অবা র হয়িন

মব
CVV2: 14-Oct-2019 No corrective acction has been taken on this type of
maintainance issue. CVV3: 19-Aug-2020 No corrective acction has been taken on
this type of maintainance issue.

৭. পযেবণ

পিরদশন
পযেবণ Exposed rebar has been found on roof at building-2.

কাপ
আইেটম
কাটগির

৭.১. কযম

কযম Apply protective coating on the exposed rebar or any other action plan to prevent
corrosion.

সুপািরেশর
তথসূ
করখানার
কযম
অািধকর েযাজ নয়
চূড়া
সময়সীমা -

সংেশািধত
সময়সীমা ০১-০১-১৯৭০

অগিতর
অবা সংেশািধত

মব
CVV2: 14-Oct-2019 No corrective acction has been taken on this type of
maintainance issue. CVV3: 19-Aug-2020 Exposed rebar on roof top has been
painted.

৮. পযেবণ



পিরদশন
পযেবণ Rust on Steel column

কাপ
আইেটম
কাটগির

৮.১. কযম

কযম
Under guidence of qualified engineer adress all areas which needed maintainance
by correcting the concerned issue.Also a maintainance program should be
developed which help to adress the areas need maintainance at times.

সুপািরেশর
তথসূ
করখানার
কযম
অািধকর েযাজ নয়
চূড়া
সময়সীমা -

সংেশািধত
সময়সীমা ০১-০১-১৯৭০

অগিতর
অবা র হয়িন

মব
CVV2: 14-Oct-2019 No corrective acction has been taken on this type of
maintainance issue. CVV3: 19-Aug-2020 No corrective acction has been taken on
this type of maintainance issue.


